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TAPE * TOP 



Turntable Tape Transport 

This revolutionary new design concept combines the 
quality features of the normal transport with the 
simplicity of the continuous loop cartridge in what * 
is the most versatile.. .high fidelity.. .low cost... 
self-contained.. .tape mechanism available to 
business and industry.... 

.. .AND.. .the motivating power to drive this unique 
mechanism is derived from any manual phonograph or 
turntable... 


The Tape-Top is a professional quality, smooth performing tape mechanism with an unusually 
large capacity (10 1/2" reel), extremely simple operation, exceptionally good flutter and 
wow characteristics, a wide variety of head combinations and is available with a mechanical 
track selector. 


By simply placing the Tape-Top on a turntable and inserting a single plug the capstan is 
engaged, the tape placed in motion and the head output is available for any appropriate pre-amp 
or amplifier. 


In operation the Tape-Top is completely automatic 
and is capable of handling program material of 
extremely great length: 


TYPICAL CAPACITY: 3200' of Tape 


RP M 

IPS 

Number of Tracks 

12 4 8 

16 

3/4 

13 1/3 hrs. 

26 2/3 hrs. 

53 1/3 hrs. 

106 2/3 hrs. 

33 

1 1/2 

6 2/3 " 

13 1/3 " 

26 2/3 " 

53 1/3 " 

78 

3 3/4 

2 2/3 " 

5 1/3 " 

10 2/3 " 

"21 1/3 " 


SPECIFICATIONS: 


PHYSICAL SIZE: 12" Diameter x 2 1/2" high 
CAPACITY: up to 5000' 1/4" tape (10 1/2" reel) 

HEAD CONFIGURATION: one to eight tracks 

TRACK SELECTION: manual or electronic 

TAPE SPEED: Turntable at 78 rpm equals tape at 3 3/4 ips. 

WOW & FLUTTER: as low as .2% depending upon turntable. 



NET PRICE FROM $99.50 


900 


CASCO MUSIC SYSTEMS, 


INC. 


56 GLEN WOOD AVENUE • HYDE PARK, MASSACHUSETTS 02136 • 617-361-5733 




























0@0 




PRICE SCHEDULE 


October 15, 1965 



USER 

NET 


157. 

50 

184. 

50 

138. 

50 

156. 

50 

159. 

00 

171. 

50 

172. 

50 

195. 

00 

177. 

50 

211. 

50 

499. 

00 


USER 

NET 


146* 

00 

164. 

00 

146. 

00 

161. 

00 

164. 

00 

176. 

00 

179. 

00 

184. 

00 


MODEL & HEAD CONFIGURATION 

MECHANICAL TRACK SELECTION 

AURP half TRACK 

Mrmr RECORD/PLAY 

— 

m 


HALF TRACK 

AHERP ERASE 

RECORD/PLAY 


uj m 


. QUARTER TRACK 

AQRP RECORD/PLAY 


ma 


QUARTER TRACK 

AQERP ERASE 

RECORD/PLAY 

- - - 

1 

o: 


. QUARTER TRACK STEREO 

2- AQRP RECORD/PLAY 

-•• 

ii 


QUARTER TRACK STEREO 

2-AQERP erase 

RECORD/PLAY 

- - - 

S Z 


SIXTH TRACK 

AGRP RECORD/PLAY 

— 

— 


EIGHTH TRACK 

A8RP RECORD/PLAY 


— 



o Accomodates up to 2 heads in any combination. 
(When ordering specify hiqh, medium or low 
impedance for all heads) 

o Normal tape capacity 3200' (prices quoted on 
other lengths) 


The TAPE-TOP is designed for: 

...constant duty...multi-track...variable 
head combinations...maximum dependability 
....variable speeds .... 1arge capacity.... 
....automatically continuous operation... 


o Readily adaptable to conductive tape circuits. 


o Specifications and prices listed herein are 
subject to change without notice. 
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